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(57) ABSTRACT

LED lighting devices/systems having air quality detection
functions and methods for detecting air quality using the LED
lighting devices/systems are provided. Exemplary LED light-
ing device includes an air quality detection unit configured to
detect air quality parameter; a controller unit connected to the
air quality detection unit to process data corresponding to the
air quality parameter; an LED light source assembly con-
trolled by the controller unit and configured to provide light-
ing; and an LED driver and power supply unit connected to
drive the LED light source assembly, and to supply power to
the entire LED lighting device. Exemplary LED lighting sys-
tem includes at least two nodes each including an LED light-
ing device. By combining an air quality detection unit with an
LED lighting device that are widely distributed and installed,
the disclosed LED lighting devices/systems thus provide
real-time and convenient air quality monitoring.
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LED LIGHTING DEVICE, SYSTEM, AND
METHOD WITH AIR QUALITY DETECTION

CROSS-REFERENCES TO RELATED
APPLICATIONS

This application is a continuation in part of PCT Applica-
tion No. PCT/CN PCT/CN2013/076561, filed on May 31,
2013, which claims the priority to Chinese Patent Application
No. 201310085107.6, filed on Mar. 15, 2013, the entire con-
tents of which are incorporated herein by reference.

FIELD OF THE DISCLOSURE

The present disclosure relates to the field of LED (light
emitting diode) lighting technology and, more particularly,
relates to LED lighting devices/systems having air quality
detection functions, and methods for detecting air quality
using the LED lighting devices/systems.

BACKGROUND

LED devices have been widely used in various lighting
areas (e.g., for a low-carbon lifestyle) and may provide
advantages including energy conservation, environmental
protection, controllable lighting, solid state lighting, and long
operational lifetime. As environmental problems become
more of a concern, there have been growing emphases and
considerations on environmental protection and manage-
ment. It is therefore desirable to have a device with conve-
nient air pollution monitoring function to facilitate settings of
regional environmental standards and to help control/man-
agement of industrial and agricultural productions. Existing
air quality detection devices are large and relatively expen-
sive. Further, their operations and maintenance often require
specialized operators and involve cumbersome processes.

Thus, there is a need to overcome these and other problems
of the prior art and to provide LED lighting devices/systems
having air quality detection functions, and methods for
detecting air quality using the LED lighting devices/systems.

BRIEF SUMMARY OF THE DISCLOSURE

One aspect or embodiment of the present disclosure
includes an LED (light emitting diode) lighting device having
an air quality detection function. The LED lighting device
includes at least one air quality detection unit configured to
detect at least one air quality parameter; at least one controller
unit connected to the air quality detection unit to process data
corresponding to the at least one air quality parameter
detected and collected by the at least one air quality detection
unit; at least one LED light source assembly controlled by the
at least one controller unit and configured to provide lighting;
and at least one LED driver and power supply unit connected
to the at least one LED light source assembly to drive the at
least one LED light source assembly, and to supply power to
the entire LED lighting device.

The air quality detection unit includes an analog circuit
having an analog sensor, a signal processing circuit, and a
signal processing circuit. The analog sensor is configured to
convert a non-electrical signal corresponding to the at least
one air quality parameter into an analog signal and then to
output the analog signal. The signal processing circuit is
connected to the analog sensor to scale, filter, and amplify the
analog signal from the analog sensor and to further output a
processed analog signal. The ADC circuit is configured to
receive the processed analog signal from the signal process-
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ing circuit, to convert the processed analog signal into a
digital signal, and to output the digital signal to the at least one
controller unit for conversion, calculation, and storage of the
digital signal.

Optionally, the air quality detection unit is a digital sensor
directly connected to the at least one controller unit to provide
a digital signal corresponding to the at least one air quality
parameter. The at least one controller unit is configured to
read, convert, calculate, and store the digital signal according
to a bus protocol. Optionally, the air quality detection unit
includes at least one analog circuit and at least one digital
sensor.

The at least one air quality parameter includes concentra-
tions of one or more air components including, for example,
carbon monoxide, methanol, ethanol, formaldehyde, isopro-
panol, acetaldehyde, SO,, H,, H,S, phenol, formaldehyde,
ethylene, and PM 2.5 (particulate matter 2.5, e.g., suspended
particulates smaller than 2.5 pm in aerodynamic diameter), in
the air.

The LED lighting device further includes an LED indica-
tion panel unit connected to the at least one controller unit, the
LED indication panel unit including a plurality of light emit-
ting diodes with different colors to indicate different air quali-
ties corresponding to the at least one air quality parameter.

The LED lighting device further includes a storage unit
connected to the at least one controller unit and configured to
support a pluggable SD card. The storage unit is further
configured to store the data corresponding to the at least one
air quality parameter in real-time according to a setting of a
starting date and an ending date.

The LED lighting device further includes a display unit
connected to the at least one controller unit and configured to
display in real-time an air quality index (AQI) corresponding
to the at least one air quality parameter and to display infor-
mation including the air quality factor forusers to query back.
The display unit includes LED digital tube, IXD, OLED, or a
combination thereof.

The LED light source assembly controlled by the at least
one controller unit is further configured as an alarm unit for
receiving the data corresponding to the at least one air quality
parameter from the at least one controller unit and for pro-
viding a flashing warning light.

The LED lighting device further includes a wireless trans-
ceiver unit connected to the at least one controller unit and
configured to transmit the data corresponding to the at least
one air quality parameter to a smart terminal.

The LED lighting device further includes a lamp body such
that the at least one air quality detection unit, the at least one
controller unit, the at least one LED light source assembly,
and the at least one LED driver and power supply unit are
integrated together in the lamp body.

Another aspect or embodiment of the present disclosure
includes an LED lighting system having an air quality detec-
tion function. The LED lighting system includes one or more
LED lighting devices and at least one smart terminal. Each of
the one or more LED lighting devices includes at least one air
quality detection unit configured to detect at least one air
quality parameter; at least one controller unit connected to the
air quality detection unit to process data corresponding to the
atleast one air quality parameter detected and collected by the
at least one air quality detection unit; at least one LED light
source assembly controlled by the at least one controller unit
and configured to provide lighting; at least one LED driver
and power supply unit connected to the at least one LED light
source assembly to drive the at least one LED light source
assembly, and to supply power to the entire LED lighting
device; and at least one wireless transceiver unit connected to
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the at least one controller unit and configured to transmit the
data corresponding to the at least one air quality parameter to
the at least one smart terminal.

The wireless transceiver unit is supported by one or more
of zigbee, WiFi, and bluetooth. The smart terminal includes a
mobile phone, a tablet PC, a desktop computer, and a note-
book.

The LED lighting system includes at least two LED light-
ing device nodes with each node including one LED lighting
device. Each node is configured to transmit a wireless signal
corresponding to the at least one air quality parameter from
the at least one wireless transceiver unit to other different
nodes covered by other wireless signals correspondingly.

Each of the one or more LED lighting devices further
includes a lamp body such that the at least one air quality
detection unit, the at least one controller unit, the at least one
LED light source assembly, the at least one LED driver and
power supply unit, and the at least one wireless transceiver
unit are integrated together in the lamp body.

Another aspect or embodiment of the present disclosure
includes a method for detecting an air quality by providing an
LED lighting device including an air quality detection unit, a
controller unit, an LED light source assembly, an LED driver
and power supply unit, and a wireless transceiver unit. Air
quality parameters are detected in real-time to provide a
detected value by the air quality detection unit. The air quality
detection unit sends the detected value to the controller unit.
The detected value of the air quality parameters is obtained by
the controller unit. The detected value is sent out to a smart
terminal via the wireless transceiver unit. The controller unit
compares the detected value of the air quality parameters with
a standard threshold value. It is then determined whether the
detected value of the air quality parameters is within a pre-
determined range. When the detected value of the air quality
parameters is within the predetermined range, the above
described steps are repeated for further detection. When the
detected value of the air quality parameters exceeds the pre-
determined range, the controller unit sends a warning signal
to the LED drive and power supply unit such that the LED
drive and power supply unit controls the LED light source
assembly to provide a flashing warning light.

The LED lighting device further includes a lamp body such
that the air quality detection unit, the controller unit, the LED
light source assembly, the LED driver and power supply unit,
and the wireless transceiver unit are integrated together in the
lamp body.

Each of the air quality parameters includes concentrations
of one or more of carbon monoxide, methanol, ethanol, form-
aldehyde, isopropanol, acetaldehyde, SO,, H,, H,S, phenol,
formaldehyde, ethylene, and PM 2.5 (particulate matter 2.5),
in the air.

Other aspects or embodiments of the present disclosure can
beunderstood by those skilled in the art in light of the descrip-
tion, the claims, and the drawings of the present disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

The following drawings are merely examples for illustra-
tive purposes according to various disclosed embodiments
and are not intended to limit the scope of the present disclo-
sure.

FIG. 1 depicts an exemplary LED lighting device consis-
tent with various disclosed embodiments;

FIG. 2 depicts an exemplary connection of an air quality
detection unit with a controller unit in an LED lighting device
consistent with various disclosed embodiments;
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FIG. 3 depicts another exemplary connection of an air
quality detection unit with a controllerunit in an LED lighting
device consistent with various disclosed embodiments;

FIG. 4 depicts another exemplary connection of an air
quality detection unit with a controllerunit in an LED lighting
device consistent with various disclosed embodiments;

FIG. 5 depicts an exemplary method for detecting air qual-
ity using an LED lighting device consistent with various
disclosed embodiments;

FIG. 6 depicts another exemplary LED lighting device
consistent with various disclosed embodiments;

FIG. 7 depicts an exemplary LED lighting system consis-
tent with various disclosed embodiments;

FIG. 8 depicts another exemplary LED lighting system
consistent with various disclosed embodiments; and

FIG. 9 depicts another exemplary LED lighting system
consistent with various disclosed embodiments.

DETAILED DESCRIPTION

Reference will now be made in detail to exemplary
embodiments of the disclosure, which are illustrated in the
accompanying drawings. Wherever possible, the same refer-
ence numbers will be used throughout the drawings to refer to
the same or like parts.

LED lighting devices/systems having air quality detection
functions, and methods for detecting air quality using the
LED lighting devices/systems are provided with low cost,
with simple structure, and with a wide application range for
various occasions. In addition to providing normal lighting
function, the disclosed LED lighting devices/systems having
air quality detection functions can provide real-time monitor-
ing of air quality in the region where the LED lighting
devices/systems are located.

As such, the disclosed LED lighting device having air
quality detection function can include a built-in air quality
detection unit to provide a normal lighting function and also
to detect air quality of the region. The detected data from the
air quality detection unit can be sent to a smart terminal for
performing analysis and statistics to provide real-time data
(e.g., data over time, data for user inquiry, warning messages,
or any related information) of the air quality of the region. In
the meanwhile, if the air quality is undesirable or fails to meet
certain standard, the disclosed LED lighting device can pro-
vide a flashing warning light such that people in the region
can be reminded, e.g., without inhaling too much harmful air.

Because the air quality detection unit is built-in within the
disclosed LED lighting device, the detected data of the air
quality can be collected and handled in real-time such that air
quality index (AQI) of surrounding environment can be con-
veniently and timely monitored. The disclosed LED lighting
devices having air quality detection functions can thus be
provided with low cost, with simple structure, with ease to
install, and with many applications.

FIG. 1 depicts an exemplary LED lighting device having an
air quality detection unit in accordance with various disclosed
embodiments. The exemplary LED lighting device 1 includes
an LED drive and power supply unit 11, a controller unit 12,
an air quality detection unit 13, an LED light source assembly
14, and/or a wireless transceiver unit 15.

The LED drive and power supply unit 11 can be directly
connected to the LED light source assembly 14. The LED
drive and power supply unit 11 can provide power to the entire
LED lighting device 1.

The controller unit 12 can be connected to the air quality
detection unit 13. The controller unit 12 can be configured to
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convert, calculate, store, and/or otherwise process data col-
lected by the air quality detection unit 13.

The wireless transceiver unit 15 can be supported by one or
more of zigbee, WiFi, and bluetooth. The wireless transceiver
unit 15 and the controller unit 12 can be connected for data
transmission there-between.

The LED light source assembly 14 can include one or more
LED light sources. The LED light source assembly 14 can
provide a normal lighting function. Meanwhile, the controller
unit 12 can provide data/information of the detected air qual-
ity and can provide flashing warning light when necessary.
The flashing warning light can be flashed at a certain fre-
quency and at a time interval.

FIG. 2 depicts an exemplary connection of an air quality
detection unit with a controller unit in an LED lighting device
consistent with various disclosed embodiments. As shown in
FIG. 2, the air quality detection unit 13 can include an analog
circuit 13¢ including an analog sensor 130, a signal process-
ing circuit 131, and/or an ADC circuit 132.

The analog sensor 130 can convert a non-electrical signal
of'detected air quality parameter(s) into an analog signal. The
analog signal can be scaled, filtered, and/or amplified by the
signal processing circuit 131, which can then output the pro-
cessed analog signal to the ADC circuit 132. The ADC circuit
132 can collect the processed analog signal and convert the
processed analog signal into a digital signal. The digital sig-
nal can be outputted to the controller unit 12 to convert,
calculate, store, and/or otherwise process the digital signal to
provide collected data corresponding to the air quality param-
eter(s).

FIG. 3 depicts another exemplary connection of an air
quality detection unit with a controllerunit in an LED lighting
device consistent with various disclosed embodiments. As
shown in FIG. 3, the air quality detection unitin FIGS. 1-2 can
be replaced by a digital sensor 135. The digital sensor 135 can
be directly connected to the controller unit 12. The digital
sensor 135 can output a digital signal corresponding to air
quality parameters to the controller unit 12. The controller
unit 12 can control a configuration according to a correspond-
ing bus protocol to read the digital signal corresponding to air
quality parameters to perform conversion, calculation, and
storage thereof to provide the detected data. The controller
unit 12 can be a microcontroller, a digital signal processor, a
digital integrated circuit (IC) controller, or a combination
thereof.

The two exemplary types of air quality detection units 13«
and 135 of FIGS. 2-3 can be configured in a single LED
lighting device as shown in FIG. 4. For example, the LED
lighting device in FIG. 4 can simultaneously include at least
one analog circuit 134 and at least one digital sensor 1354. This
configuration can be used for different detections to satisfy
different detection needs using a same LED lighting device.
Detection accuracy and detection quality can thus be
improved and valid detections can be ensured.

The air quality detection units of FIGS. 1-4 can detect
concentrations of one or more air components including car-
bon monoxide, methanol, ethanol, formaldehyde, isopro-
panol, acetaldehyde, SO2, H2, H2S, phenol, formaldehyde,
ethylene, PM 2.5 (particulate matter 2.5, e.g., suspended par-
ticulates smaller than 2.5 um in aerodynamic diameter), and/
or other suitable components in the air.

In one embodiment, an individual air quality index (IAQI)
is determined by a level (e.g., concentration) of an individual
air component. An air quality index (AQI) can be the highest
of TAQI score(s) of those air components listed above. Each
air component can be measured differently. For example,
TIAQI of PM 2.5 can be determined by an average concentra-
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tion over 24 hours of the suspended particulates that are
smaller than 2.5 pm. An IAQI of each of SO2, NO2, O3, and
CO can be determined by an average concentration over one
hour. The scale for IAQI of each air component is non-linear,
as is the AQI score. Thus, an AQI of 100 does not mean twice
the pollution of an AQI at 50, nor does it mean twice as
harmful.

TABLE 1

S0, NO, NO, PM10

Avg./ SO, Avg./ Avg./ Avg./

24 hr Avg./hr 24 hr hr 24 hr

1IAQL  pg/m? pg/m? pgm®  pg/m? pg/m?
0 0 0 0 0 0
50 50 150 40 100 50
100 150 500 80 200 150
150 475 650 180 700 250
200 800 800 280 1200 350
300 1600 — 565 2340 420

Cco Cco 0, 0, PM2.5

Avg./ Avg./ Avg./ Avg./ Avg./

24 hr hr hr 8 hr 24 hr

TAQI mg/m? mg/m? ng/m3 ng/m3 ug/m?3
0 0 0 0 0 0
50 2 5 160 100 35
100 4 10 200 160 75
150 14 35 300 215 115
200 24 60 400 265 150
300 36 90 800 800 250

Table 1 lists TAQI levels for exemplary air components. For
example, in Table 1, an IAQI level between 0-50 indicates
excellent air quality; an IAQI level between 50-100 indicates
good air quality; an TAQI level between 101-150 indicates
lightly polluted air quality; an IAQI level between 151-200
indicates moderately polluted air quality; an IAQI level
between 201-300 indicates heavily polluted air quality; and
an [AQI level higher than 300 indicates severely polluted air
quality. Based on Table 1, air quality can be determined using
the disclosed LED lighting device having an air quality detec-
tion function.

In one embodiment, when AQI is greater than 50, the air
component(s) having highest IAQI are primary pollutant(s).
For PM 2.5 measurements, AQI can be 500, when the sus-
pended particulates smaller than 2.5 um have an average
concentration over 24 hours of about 500 um/m? or greater in
the air.

FIG. 5 depicts an exemplary method for detecting air qual-
ity using the disclosed LED lighting device, e.g., as shown in
FIGS. 1-4 in accordance with various disclosed embodi-
ments.

In Step 310, an exemplary LED lighting device can be
turned on.

In Step 311, an LED drive and power supply unit 11 can
supply power to operate the LED lighting device 1.

In Step 312, an air quality detection unit 13 can detect air
quality parameters in real-time and send the detected value to
the controller unit 12.

In Step 313, the controller unit 12 can read and process
detected value of the air quality parameters, which are sent
out, e.g., to a smart terminal, via the wireless transceiver unit
15.

In Step 314, the controller unit 12 can compare the detected
value of the air quality parameters with a standard threshold
value.

In Step 315, it is determined whether the detected value of
the air quality parameters is within a predetermined range. In
some cases, the predetermined range can be considered as “a
safe range”.
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In Step 316, when the detected value of the air quality
parameters does not exceed the predetermined range, the
method then returns to perform Step 312 to continue moni-
toring and detecting air quality parameters in real-time. When
the detected value of the air quality parameters exceeds the
predetermined range, the controller unit 12 can send a warn-
ing signal to the LED drive and power supply unit 11 such that
the LED drive and power supply unit 11 controls the LED
light source assembly 14 to provide a flashing warning light.

In another example, as shown in FIG. 6, an exemplary LED
lighting device can be similar to the exemplary LED lighting
device of FIG. 1 except that: the exemplary LED lighting
device of FIG. 6 can further include an LED indication panel
unit 16, a storage unit 17, and/or a display unit 18.

The LED indication panel unit 16 can include a number of
light-emitting diodes that can be differently-colored. The
LED indication panel unit 16 can be connected to the con-
troller unit 12. The controller unit 12 can control the differ-
ently-colored LEDs in LED indication panel unit 16 to pro-
vide a warning signal based on the detected air quality.

The storage unit 17 can support pluggable SD cards. The
storage unit 17 can be connected to the controller unit 12. The
storage unit 17 can be used to store a detected date, according
to a setting of a starting date and an ending date, to collect a
name of specific sensitive gas in the air and to collect air
quality index (AQI).

The display unit 18 can be one or more of an LED digital
tube, LCD, OLED, and/or any other suitable display device.
The display unit 18 can be connected to the controller unit 12
and configured to display in real-time the air quality factor
corresponding to air quality parameter(s) and to display in
real-time information including the air quality factor for users
to query back, e.g., by using a smart terminal.

In various embodiments, the LED lighting device can be
integrated as one single device. For example, each component
(e.g., as shown in FIGS. 1-4 and 6) of the disclosed LED
lighting device can be integrated together in the lamp body of
the device. In one embodiment, to ensure RF transceiver
functions as the wireless transceiver module as desired, an
embedded antenna can be included in the integrated LED
lighting device. The embedded antenna can also be config-
ured to fita shape of the lamp body of the LED lighting device
without increasing size of the resultant device and to maintain
the design of the resultant device. In various embodiments,
the wireless transceiver modules may be configured with
automatic frequency hopping functions to avoid interference
with other radio devices.

The embodiments disclosed herein are exemplary only.
Other applications, advantages, alternations, modifications,
or equivalents to the disclosed embodiments are obvious to
those skilled in the art and are intended to be encompassed
within the scope of the present disclosure.

INDUSTRIAL APPLICABILITY AND
ADVANTAGEOUS EFFECTS

Without limiting the scope of any claim and/or the speci-
fication, examples of industrial applicability and certain
advantageous effects of the disclosed embodiments are listed
for illustrative purposes. Various alternations, modifications,
or equivalents to the technical solutions of the disclosed
embodiments can be obvious to those skilled in the art and can
be included in this disclosure.

FIGS. 7-8 depict various exemplary LED lighting systems
consistent with various disclosed embodiments. The exem-
plary LED lighting system can include a smart terminal 2 and
one or more LED lighting devices 1 (e.g., as shown in FIGS.
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1-4 and 6), configured to communicate with the smart termi-
nal 2 via the wireless transceiver unit 15 in each LED lighting
device 1.

For example, the wireless transceiver unit 15 can be con-
nected to the controller unit 12 in a same LED lighting device
1. The wireless transceiver unit 15 can be configured to trans-
mit data corresponding to the air quality parameter(s) to the
smart terminal 2. In some cases, the wireless transceiver unit
15 can support a frequency band including 2.4 GHz, 5.2 GHz,
5.8 GHz, a combination thereof. The wireless transceiver unit
15 can support a bi-directional transmission.

Invarious embodiments, the smart terminal 2 can remotely
control the LED lighting device(s), which can be arranged to
form a network such as a star and/or mesh type-network. By
such networks, wireless signals can be transmitted between
one another, and transmission range can be enlarged. For
example, as shown in FIG. 9, an exemplary LED lighting
system can include at least two LED lighting device nodes
with each node including one LED lighting device. The LED
lighting device nodes can be configured a mesh-shaped net-
work or a star-shaped network controlled by the smart termi-
nal 2. For example, each node is configured to transmit a
wireless signal corresponding to the at least one air quality
parameter from the wireless transceiver unit 15 of one of the
LED lighting device nodes to other LED lighting device
nodes covered by other wireless signals.

Based on the control of the smart terminal, each LED
lighting device may be used to accommodate various detec-
tion needs. For example, each LED lighting device may
detect air quality parameters of specific and different gas
(and/or particles) according to the requirements of surround-
ing environment. Detected data from various different LED
lighting devices can be transmitted to a same or different
smart terminal for analysis and statistic studies. In some
cases, the detected data from various different LED lighting
devices can be correlated or otherwise connected with one
another to provide an air quality monitoring of related
regions.

The smart terminal 2 can include a mobile phone, a tablet
PC, a desktop computer, a notebook, and/or any suitable
terminal devices. The disclosed LED lighting system can
access Internet or LAN for data transmission. In one embodi-
ment, the smart terminal 2 can perform analysis and statistics
to the data received from the wireless transceiver module 15
in each LED lighting device 1 to provide real-time informa-
tion (or any related information) of the air quality of the
region where a corresponding LED lighting device is located.

As disclosed, by combining an air quality detection unit
with an LED lighting device that are widely distributed and
widely installed, the disclosed LED lighting devices/systems/
methods can thus provide real-time and convenient air quality
monitoring. This can be beneficial to environmental protec-
tion.

REFERENCE SIGN LIST

LED lighting device 1

Smart Terminal 2

LED drive and power supply unit 11
Controller unit 12

Air quality detection unit 13
LED light source assembly 14
Wireless transceiver unit 15
Analog circuit 13a

Analog sensor 130

Signal processing circuit 131
ADC circuit 132
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Digital sensor 135

LED indication panel unit 16
Storage unit 17

Display unit 18

What is claimed is:

1. An LED (light emitting diode) lighting device having an
air quality detection function, comprising:

at least one air quality detection unit, configured to detect at
least one air quality parameter;

at least one controller unit connected to the air quality
detection unit to process data corresponding to the at
least one air quality parameter detected and collected by
the at least one air quality detection unit;

at least one LED light source assembly controlled by the at
least one controller unit, configured to function as a
general lighting source for a space, and further config-
ured as an alarm unit for receiving the data correspond-
ing to the at least one air quality parameter from the at
least one controller unit and for providing a flashing
warning light when the detected value of the air quality
parameters exceeds a predetermined range;

at least one LED driver and power supply unit connected to
the at least one LED light source assembly to drive the at
least one LED light source assembly, and to supply
power to the entire LED lighting device;

a display unit connected to the at least one controller unit
and configured to display in real-time an air quality
factor corresponding to the at least one air quality
parameter and to display information including the air
quality factor for users to query back, wherein the dis-
play unit comprises an LCD, an OLED, or a combina-
tion thereof, and

a lamp body, wherein the at least one air quality detection
unit, the at least one controller unit, the at least one LED
light source assembly, the at least one LED driver and
power supply unit and the display unit are integrated
together in the lamp body.

2. The device according to claim 1, wherein the air quality
detection unit comprises an analog circuit, the analog circuit
comprising:

an analog sensor, configured to convert a non-electrical
signal corresponding to the at least one air quality
parameter into an analog signal and then to output the
analog signal;

a signal processing circuit connected to the analog sensor
to scale, filter, and amplify the analog signal from the
analog sensor and to further output a processed analog
signal; and

an ADC circuit configured: to receive the processed analog
signal from the signal processing circuit, to convert the
processed analog signal into a digital signal, and to
output the digital signal to the at least one controller unit
for conversion, calculation, and storage of the digital
signal.

3. The device according to claim 1, wherein the air quality
detection unit is a digital sensor directly connected to the at
least one controller unit to provide a digital signal corre-
sponding to the at least one air quality parameter, and wherein
the at least one controller unit is configured to read, convert,
calculate, and store the digital signal according to a bus pro-
tocol.

4. The device according to claim 1, wherein the air quality
detectionunit comprises at least one analog circuit and at least
one digital sensor,
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wherein the at least one analog circuit comprises:

an analog sensor, configured to convert a non-electrical
signal corresponding to the at least one air quality
parameter into an analog signal and then to output the
analog signal,

a signal processing circuit connected to the analog sensor
to scale, filter, and amplify the analog signal from the
analog sensor and to further output a processed analog
signal, and

an ADC circuit configured: to receive the processed analog
signal from the signal processing circuit, to convert the
processed analog signal into a digital signal, and to
output the digital signal to the at least one controller unit
for conversion, calculation, and storage of the digital
signal, and

wherein the at least one digital sensor is directly connected
to the at least one controller unit to provide a digital
signal corresponding to the at least one air quality
parameter, and wherein the at least one controller unit is
configured to read, convert, calculate, and store the digi-
tal signal according to a bus protocol.

5. The device according to claim 1, wherein the at least one
air quality parameter comprises a concentration of one or
more of carbon monoxide, methanol, ethanol, formaldehyde,
isopropanol, acetaldehyde, SO2, H2, H2S, phenol, formalde-
hyde, ethylene, and PM 2.5 (particulate matter 2.5), in the air.

6. The device according to claim 1, further comprising an
LED indication panel unit connected to the at least one con-
troller unit, the LED indication panel unit comprising a plu-
rality of light emitting diodes with different colors to indicate
different air qualities corresponding to the at least one air
quality parameter.

7. The device according to claim 1, further comprising a
storage unit connected to the at least one controller unit and
configured to support a pluggable SD card, wherein the stor-
age unit is further configured to store the data corresponding
to the at least one air quality parameter in real-time according
to a setting of a starting date and an ending date.

8. The device according to claim 1, further comprising a
wireless transceiver unit connected to the at least one control-
ler unit and configured to transmit the data corresponding to
the at least one air quality parameter to a smart terminal.

9. An LED lighting system having an air quality detection
function, comprising:

one or more LED lighting devices and at least one smart
terminal, wherein each of the one or more LED lighting
devices comprises:

at least one air quality detection unit configured to detect at
least one air quality parameter;

at least one controller unit connected to the air quality
detection unit to process data corresponding to the at
least one air quality parameter detected and collected by
the at least one air quality detection unit;

atleast one LED light source assembly controlled by the at
least one controller unit, configured to function as a
general lighting source for a space, and further config-
ured as an alarm unit for receiving the data correspond-
ing to the at least one air quality parameter from the at
least one controller unit and for providing a flashing
warning light when the detected value of the air quality
parameters exceeds a predetermined range;

atleast one LED driver and power supply unit connected to
the at least one LED light source assembly to drive the at
least one LED light source assembly, and to supply
power to the entire LED lighting device;

at least one wireless transceiver unit connected to the at
least one controller unit and configured to transmit the
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data corresponding to the at least one air quality param-
eter to the at least one smart terminal;

a display unit connected to the at least one controller unit
and configured to display in real-time an air quality
factor corresponding to the at least one air quality
parameter and to display information including the air
quality factor for users to query back, wherein the dis-
play unit comprises an LCD, an OLED, or a combina-
tion thereof, and

a lamp body, wherein the at least one air quality detection
unit, the at least one controller unit, the at least one LED
light source assembly, the at least one LED driver and
power supply unit and the display unit are integrated
together in the lamp body.

10. The system according to claim 9, wherein the wireless
transceiver unit is supported by one or more of zighee, WiFi,
and bluetooth.

11. The system according to claim 9, wherein the smart
terminal comprises a mobile phone, a tablet PC, a desktop
computer, and a notebook.

12. The system according to claim 9, further comprising at
least two LED lighting device nodes with each node including
one LED lighting device, wherein each node is configured to
transmit a wireless signal corresponding to the at least one air
quality parameter from the at least one wireless transceiver
unit to other different nodes covered by other wireless signals
correspondingly.

13. The system according to claim 12, wherein

the LED lighting device nodes are configured as a mesh-
shaped network or star-shaped network controlled by the
at least one smart terminal;

each LED lighting device node is configured to detect an
air quality parameter of a specific and different gas or
particles according to requirements of surrounding envi-
ronment, and to transmit the detected air quality param-
eter to the at least one smart terminal; and

the detected air quality parameters from the at least two
LED lighting device nodes are correlated to provide an
air quality monitoring of related regions.

14. The system according to claim 9, further comprising:

a second air quality detection unit configured to detect at
least one air quality parameter, wherein the second air
quality detection unit is also integrated in the lamp body.

15. A method for detecting an air quality using an LED
lighting device, comprising:
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(a) providing an LED lighting device comprising an air
quality detection unit, a controller unit, an LED light
source assembly, an LED driver and power supply unit,
adisplay unit and a wireless transceiver unit, wherein the
LED light source assembly functions as a general light-
ing source for a space;

(b) detecting air quality parameters in real-time to provide
a detected value by the air quality detection unit,
wherein the air quality detection unit sends the detected
value to the controller unit;

(c) obtaining the detected value of the air quality param-
eters by the controller unit, wherein the detected value is
sent out to a smart terminal via the wireless transceiver
unit;

(d) comparing the detected value of the air quality param-
eters with a standard threshold value by the controller
unit;

(e) determining whether the detected value of the air qual-
ity parameters is within a predetermined range;

(D) displaying in real-time an air quality factor correspond-
ing to the air quality parameters and displaying informa-
tion including the air quality factor for users to query
back, wherein the display unit comprises an LCD, an
OLED, or a combination thereof;

(g) repeating steps (b)-(f), when the detected value of the
air quality parameters is within the predetermined range;
and

(h) sending a warning signal by the controller unit to the
LED drive and power supply unit such that the LED
drive and power supply unit controls the LED light
source assembly to provide a flashing warning light,
when the detected value of the air quality parameters
exceeds the predetermined range;

wherein the LED lighting device further comprises a lamp
body, and the air quality detection unit, the controller
unit, the LED light source assembly, the LED driver and
power supply unit, the display unit and the wireless
transceiver unit are integrated together in the lamp body.

16. The method according to claim 15, wherein each of the

air quality parameters comprises a concentration of one or
more of carbon monoxide, methanol, ethanol, formaldehyde,
isopropanol, acetaldehyde, SO2, H2, H2S, phenol, formalde-
hyde, ethylene, and PM 2.5 (particulate matter 2.5), in the air.
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